LUMINAIRE PHOTOMETRIC TEST REPORT

Report number:

MANUFACTURER: L1 TIAN Address:

NAME: LT-T-115A TYPE: WEIGHT:
SPECIFICATION: DIMENSION: SERIAL No.:

MODEL :

NOMINAL POWER(W): 148 Imax(cd) : 15291 Voltage(V) 219.6
RATED VOLTAGE(V): 220 AVAILABILITY(%): 92.6 Current(A) 0.690
NOMINAL FLUX(Im): 19801 Avai. FLUX(Im): 18338 Power (W) 146.1
TEST FLUX(Im): 19801 EFFICIENCY (%) 100.0 Power Factor(PF) 0.963
LAMPS QUANTITY : 1 TOTAL FLUX(Im): 19801 EFFICIENCY (Im/W) 135.5
Effictive Flux(Im) : 18337.6 @ 050%(CH, V): 58.8,89.2DEG | EEI: 0.109

LUMINOUS INTENSITY DISTRIBUTION
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AVERAGE BEAM ANGLE(50%):73.8 DEG
Test System:-HOPOO HPG1900 Test Set: 5.0deg/s B-Beta (TYPE B)
Temperature:25_3DEG Humidity:65.0%
Operators: Test Distance:10.500 m
Test Date:20174£07 H31H Remarks:
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AVERAGE AND CENTER E Figure

Report number:

MANUFACTURER: LI TIAN Address:

NAME: LT-T-115A TYPE: WEIGHT :
SPECIFICATION: DIMENSION: SERIAL No.:
Height AVR E CENTER E Diameter

4448 .001x 6723.341x 169.21cm
1.50m

2502.001x { § 3781.881x 225_61cm
2.00m

625.501x Z{///\\\\X 945.471x 451_22cm
4_00m

494 _221x Zi,f—~————————-\\x 747 .041x 507 .62cm
4._.50m

278.001Ix 0.211Ix 676.83cm
6.00m / \

Angle:58.8deg

Test System:-HOPOO HPG1900

Temperature:25._.3DEG
Operators:

Humidity:65.0%

Test Distance:10.500 m

Test Date:20174F£07 H31H Remarks:
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Test Set: 5.0deg/s B-Beta (TYPE B)




AREA LUMINOUS FLUX

Report number:

MANUFACTURER: LI TIAN Address:
NAME: LT-T-115A TYPE: WEIGHT:
SPECIFICATION: DIMENSION: SERIAL No.:
AREA FLUX DIAGRAM UNIT:In ot |oa
20
0.00 | 0.01 | 0.01 | 0.01 | 0.06 | 0.20 | 0.35 | 0.45 | 0.46 | 0.48 | 0.48 | 0.41 | 0.25 | 0.09 | 0.02 | 0.01 | 0.01 | 0.00 | 3.30 | 0.00
80
0.01 | 0.15 | 0.86 | 2.01 | 3.23 | 4.29 | 5.39 | 6.31 | 5.94 | 5.75 | 6.23 | 5.66 | 4.57 | 3.63 | 2.87 | 1.82 | 0.74 | 0.03 | 59.5 | 0.00
70
0.02 | 0.65 | 2.27 | 3.84 | 4.98 | 6.11 | 8.00 | 10.4 | 12.7 | 12.7 | 10.9 | 8.28 | 6.43 | 5.33 | 4.43 | 3.42 | 1.56 | 0.13 | 102 | 0.00
60
0.04 | 1.12 | 3.70 | 5.56 | 6.88 | 8.62 | 15.0 | 35.3 | 74.8 | 90.8 | 56.0 | 20.2 | 9.93 | 7.59 | 6.53 | 4.94 | 2.57 | 0.31 | 350 | 220
50
0.09 | 2.03 | 5.28 | 7.72 | 9.72 | 15.5 | 49.4 | 144 | 233 | 248 | 183 | 79.3 | 20.3 | 11.4 | 9.36 | 6.66 | 3.17 | 0.33 | 1028 | 921
40
0.08 | 2.29 | 6.35 | 9.84 | 13.1 | 26.1 | 104 | 235 | 343 | 377 | 316 | 186 | 61.7 | 15.9 | 10.8 | 7.43 | 3.78 | 0.64 | 1718 | 1618
30
0.17 | 3.03 | 6.66 | 10.3 | 15.5 | 56.0 | 190 | 326 | 419 | 435 | 367 | 235 | 86.3 | 19.2 | 11.6 | 7.60 | 3.78 | 0.50 | 2192 | 2102
0.13 | 2.72 | 6.65 | 10.9 | 16.3 | 60.6 | 205 | 331 | 431 | 464 | 417 | 300 | 151 | 28.7 | 12.2 | 8.01 | 3.94 | 0.79 | 2451 | 2366
o
W |0.22(3.13 | 6.78 | 11.0 | 17.1 | 101 | 244 | 357 | 450 | 460 | 406 | 281 | 138 | 24.0 | 12.2 | 7.87 | 3.83 | 0.53 | 2533 | 2452
7
S |0.14 | 2.65|6.36 | 10.4 | 15.3 | 74.1 | 218 | 333 | 428 | 462 | 420 | 308 | 171 | 38.0 | 11.7 | 7.60 | 3.80 | 0.81 | 2511 | 2431
&
> 10.20 | 2.80 | 5.98 | 9.35 | 15.9 | 88.5 | 224 | 336 | 415 | 434 | 380 | 267 | 121 | 21.5 | 10.2 | 6.79 | 3.50 | 0.46 | 2341 | 2266
0.08 | 2.18 | 5.31 | 8.15 | 11.3 | 38.0 | 155 | 275 | 357 | 387 | 351 | 251 | 116 | 23.8 | 8.69 | 5.98 | 3.26 | 0.63 | 2000 | 1926
-30
0.12 | 2.08 | 4.74 | 7.11 | 9.84 | 31.8 | 119 | 223 | 299 | 315 | 263 | 154 | 43.1 | 9.47 | 7.50 | 5.37 | 2.82 | 0.25 | 1498 | 1423
-40
0.04 | 1.15 | 3.63 | 5.58 | 6.68 | 5.46 | 29.1 | 108 | 178 | 203 | 167 | 87.9 | 21.9 | 7.67 | 5.43 | 4.01 | 2.16 | 0.32 | 837 | 765
-50
0.04 | 0.79 | 2.19 | 3.54 | 5.01 | 5.82 | 5.56 | 24.8 | 59.5 | 66.4 | 37.9 | 10.1 | 3.70 | 4.73 | 3.82 | 2.59 | 1.30 | 0.10 | 238 | 153
-60
0.01 | 0.30 | 1.17 | 2.76 | 4.33 | 5.29 | 3.72 | 1.71 | 2.04 | 2.51 | 2.05 | 2.40 | 4.33 | 4.28 | 2.90 | 1.72 | 0.76 | 0.09 | 42.4 | 0.00
-70
0.00 | 0.12 | 0.57 | 1.49 | 2.60 | 3.70 | 4.44 | 4.04 | 1.96 | 1.27 | 2.06 | 3.41 | 3.48 | 2.78 | 1.97 | 1.05 | 0.22 | 0.01 | 35.2 | 0.00
-80
0.01 | 0.00 | 0.05 | 0.25 | 0.51 [ 0.85 | 1.33 | 1.59 | 1.55 | 1.47 | 1.54 | 1.49 | 1.24 | 1.10 | 0.61 | 0.18 | 0.02 | 0.00 | 13.8 | 0.00
-90
90 -80 -70 -60 -50 -40 -30 -20 HORIZONTAL(DEG) @20 30 40 50 60 70 80 90
ot |1.39 |27.2|68.6| 110 | 159 | 532 | 1580 | 2753 | 3713 | 3975 | 3386 | 2200 | 965 | 230 | 123 | 83.1 | 41.2 | 5.91 | 19801
®a | 0.00|0.00|0.00|0.00|0.00]| 392 | 1511 | 2690 | 3678 | 3942 | 3343 | 2145 | 876 | 62.6 | 0.00 | 0.00 | 0.00 | 0.00 18338

Test System:-HOPOO HPG1900 Test Set: 5.0deg/s B-Beta (TYPE B)
Temperature:25_3DEG Humidity:65.0%

Operators: Test Distance:10.500 m

Test Date:20174-07 H31H Remarks:
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ISOLUX DIAGRAM

Report number:

MANUFACTURER: LI TIAN Address:
NAME: LT-T-115A TYPE: WEIGHT:
SPECIFICATION: DIMENSION: SERIAL No.:
MOUNTING HEIGHT: 10.0m
50m
10% 14.960x
____ 20% 29.92Ix
30% 44.88Ix
9-66m 40% 59.841x
50% 74.801x
60% 89._76lx
4.83m _ 70% 104.71x
80% 119.60x
'\\\\ _ 90% 134.61x
0.00m \\J
4.83m
9.66m
14.50m

9.66m

0.00m 9.66m

Test System:-HOPOO HPG1900
Temperature:25._.3DEG
Operators:

Test Date:20174£07 H31H

Test Set: 5.0deg/s B-Beta (TYPE B)

Humidity:65.0%
Test Distance:10.500 m
Remarks:
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ISOCANDELA DIAGRAM

Report number:

MANUFACTURER: L1 TIAN Address:
NAME: LT-T-115A TYPE: WEIGHT:
SPECIFICATION: DIMENSION: SERIAL No.:

UNIT: cd
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Test System:-HOPOO HPG1900
Temperature:25._.3DEG
Operators:

Test Date:20174£07 H31H

Test Set: 5.0deg/s B-Beta (TYPE
Humidity:65.0%

Test Distance:10.500 m

Remarks:
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ZONAL

FLUX DIAGRAM

Report number:

MANUFACTURER: LI TIAN Address:

NAME: LT-T-115A TYPE: WEIGHT:
SPECIFICATION: DIMENSION: SERIAL No.:

y co €45 €90 €135 €180 €225 €270 €315 y zpne total

5.0 1529 1508 1483 1448 1442 1469 1513 1528 0- 5 | 358.5 358.5
10.0 1495 1479 1454 1358 1312 1395 1514 1517 5- 10 1047 1406
15.0 1404 1421 1391 1248 1158 1290 1482 1473 10- 15 1658 3064
20.0 1247 1321 1328 1110 1003 1155 1450 1380 15- 20 2145 5209
25.0 1056 1197 1231 968.3 825.5 1018 1377 1256 20- 25 2478 7687
30.0 861.7 1031 1135 794.0 599.5 850.8 1304 1082 25- 30 2616 10302
35.0 609.9 827.3 978.1 592.9 328.5 645.3 1170 877.2 30- 35 2519 12821
40.0 332.6 609.5 821.3 384.7 110.4 425.8 1035 654.9 35- 40 2150 14971
45.0 104.0 375.2 623.0 206.0 74.79 229.9 831.2 415.8 40- 45 1636 16607
50.0 73.87 178.6 424.8 74.62 65.36 105.2 627.6 216.7 45- 50 1146 17752
55.0 66.50 82.67 250.3 44.03 60.84 62.87 420.8 101.3 50- 55 | 758.1 18511
60.0 62.96 40.18 75.90 30.70 57.21 42.10 214.1 50.82 55- 60 | 468.8 18979
65.0 59.53 28.76 48.83 26.21 50.81 32.43 123.5 36.56 60- 65 | 281.8 19261
70.0 52.80 22.30 21.76 21.84 44.28 25.47 32.83 27.46 65- 70 | 202.4 19464
75.0 48.30 17.61 16.07 16.55 37.33 19.70 22.90 21.13 70- 75 | 147.0 19611
80.0 39.94 12.11 10.38 10.34 17.29 13.72 12.98 14.97 75- 80 | 108.6 19719
85.0 14.77 6.465 5.837 4.776 1.146 7.256 7.304 8.174 80- 85 | 62.31 19782
90.0 0.309 0.518 1.289 0.198 0.695 0.287 1.620 0.485 85- 90 | 19.55 19801
95.0 90- 95

100.0 95-100

105.0 100-105

110.0 105-110

115.0 110-115

120.0 115-120

125.0 120-125

130.0 125-130

135.0 130-135

140.0 135-140

145.0 140-145

150.0 145-150

155.0 150-155

160.0 155-160

165.0 160-165

170.0 165-170

175.0 170-175

180.0 175-180

DEG LUMINOUS INTENSITY:x10cd UNIT:Im

Test System:-HOPOO HPG1900
Temperature:25._.3DEG

Operators:

Test Date:20174F£07 H31H

Test Set: 5.0deg/s B-Beta (TYPE B)

Humidity:65.0%
Test Distance:10.500 m

Remarks:
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ISOCANDELA DIAGRAM

Report number:

MANUFACTURER: LI TIAN Address:
NAME: LT-T-115A TYPE: WEIGHT:
SPECIFICATION: DIMENSION: SERIAL No.:
180 170
160
150
140
130
UNIT:cd
120
5% 765
110 _ 10% 1530
20% 3059
1 00 309 4589
l 40% 6119
270 300 330 | do 30 8 o
| 90 _ 50% 7648
| 0% 9178
80 _T0% 10707
8% 12237
90% 13767
Imax=100% 15296

HOUSE SIDE 70

STREET SIDE

Test System:-HOPOO HPG1900
Temperature:25._.3DEG
Operators:

Test Date:20174£07 H31H

Test Set: 5.0deg/s B-Beta (TYPE B)

Humidity:65.0%
Test Distance:10.500 m
Remarks:
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ISOLUX DIAGRAM

Report number:

MANUFACTURER: LI TIAN Address:
NAME: LT-T-115A TYPE: WEIGHT:
SPECIFICATION: DIMENSION: SERIAL No.:
ILLUMINANCE AT MH=10 m,Enadir = 151.28 Ix
2 F 0.760

C - 1.5
w 10 4.5
) — JR—
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w ( )
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I -
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b2 91
HJJ -
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17} 3

4;\\\\\\\\\\\\\\\\\\\\\\\\\\\\\\\\\\\\\\\\\\\\\\\\\\\\\\\\
RATIO OF DISTANCE TO MOUNTING HEIGHT
D) STREETLIGHT COEFFICIENT OF UTILIZATION CURVE
80 TILT ANGLE
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HOUSE SIDE STREET SIDE RATIO OF DISTANCE TO MOUNTING HEIGHT

Test System:-HOPOO HPG1900
Temperature:25._.3DEG
Operators:

Test Date:20174£07 H31H

Test Set: 5.0deg/s B-Beta (TYPE B)

Humidity:65.0%
Test Distance:10.500 m
Remarks:

Page 8 OF 9



ISOCANDELA DIAGRAM

Report number:

MANUFACTURER: L1 TIAN Address:
NAME: LT-T-115A TYPE: WEIGHT:
SPECIFICATION: DIMENSION: SERIAL No.:

cios  ©180 (165
c210 C150

C225 C135

C240 C120

C255 C105

C270

€285

C300

C330
C345
HOUSE SIDE Max @ y = 4.0DEG STREET SIDE
Test System:-HOPOO HPG1900 Test Set: 5.0deg/s B-Beta (TYPE B)
Temperature:25_3DEG Humidity:65.0%
Operators: Test Distance:10.500 m
Test Date:20174-07 H31H Remarks:
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