LUMINAIRE PHOTOMETRIC TEST REPORT

Report number:

MANUFACTURER: L1 TIAN LIGHTING Address:

NAME: LT-SL-40W-30K/20° TYPE: WEIGHT:
SPECIFICATION: DIMENSION: SERIAL No.:

MODEL :

NOMINAL POWER(W): 40 Imax(cd) : 28153 Voltage(V) 219.6
RATED VOLTAGE(V): 220 AVAILABILITY(%): 72.7 Current(A) 0.185
NOMINAL FLUX(Im): 4401 Avai. FLUX(Im): 3201 Power (W) 39.65
TEST FLUX(Im): 4401 EFFICIENCY (%) 100.0 Power Factor(PF) 0.975
LAMPS QUANTITY : 1 TOTAL FLUX(Im): 4401 EFFICIENCY (Im/W) 111.0
Effictive Flux(Im) : 3201.3 @ 050%(CH, V): 19.5,20.4DEG | EEI: 0.169

LUMINOUS INTENSITY DISTRIBUTION

28153

i OJODHG P|LAN| 1915°
/ PLANI 2013

/\
I

g 16892 / \
LI%J 11261 \
60 5631 / \
UNIT:cd J
H O0.ODEG PLAN 19
—— V 0.0DEG PLAN 29 L—
30 90 -60 -30 0 30 60 90
0 ANGLE (DEG)
AVERAGE BEAM ANGLE(50%):19.9 DEG
Test System:-HOPOO HPG1900 Test Set: 5.0deg/s B-Beta (TYPE B)
Temperature:25_3DEG Humidity:65.0%
Operators: Test Distance:10.500 m
Test Date:2020405H12H Remarks:
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Color Temperature Data List

Report number:

MANUFACTURER: LITIAN Address:
NAME: LT-SL-40W/15-20FF TYPE: WEIGHT:
SPECIFICATION: DIMENSION: SERIAL No.:
Test System:-HOPOO HPG1900 Test Set: 5.0deg/s B-Beta (TYPE B)
Temperature:25_3DEG Humidity:65.0%
Operators: Test Distance:10.500 m
Test Date:2020405H12H Remarks:
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AVERAGE AND CENTER E Figure

Report number:

MANUFACTURER: LITIAN Address:

NAME: LT-SL-40W/15-20/F TYPE: WEIGHT:
SPECIFICATION: DIMENSION: SERIAL No.:
Height AVR E CENTER E Diameter

7928 .791x 12354 .081Ix 51.64cm
1.50m

4459 _.951x ( § 6949.171x 68.85cm
2.00m

1114.991x Z{///\\\\X 1737.291x 137.70cm
4.00m

880.981x ZC/»—~————————-\\X1372-68Ix 154.91cm
4.50m

495 _551x 2.131Ix 206 .55cm
6.00m / \

Angle:19.5deg

Test System:-HOPOO HPG1900 Test Set: 5.0deg/s B-Beta (TYPE B)
Temperature:25_3DEG Humidity:65.0%

Operators: Test Distance:10.500 m

Test Date:2020405H12H Remarks:
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AREA LUMINOUS FLUX

Report number:

MANUFACTURER: LITIAN Address:
NAME: LT-SL-40W/15-20/%& TYPE: WEIGHT:
SPECIFICATION: DIMENSION: SERIAL No.:
AREA FLUX DIAGRAM UNIT:Im (ot |oa
27
0.98 | 1.19 | 1.43 | 1.70 | 1.98 | 2.26 | 2.51 | 2.71 | 2.86 | 2.91 | 2.87 | 2.73 | 2.52 | 2.27 | 1.98 | 1.68 | 1.42 | 1.17 | 37.2 | 0.00
24
1.09 [ 1.33 | 1.61 | 1.90 | 2.22 | 2.54 | 2.82 | 3.05 | 3.22 | 3.28 | 3.23 | 3.07 | 2.83 | 2.55 | 2.22 | 1.89 | 1.58 | 1.30 | 41.8 | 0.00
21
1.20 | 1.47 | 1.78 | 2.11 | 2.47 | 2.82 | 3.13 | 3.39 | 3.58 | 3.65 | 3.59 | 3.41 | 3.15 | 2.83 | 2.46 | 2.09 | 1.75 | 1.44 | 46.4 | 0.00
18
1.31 [ 1.61 | 1.95 | 2.31 | 2.71 | 3.10 | 3.44 | 3.74 | 3.94 | 4.02 | 3.95 | 3.76 | 3.46 | 3.11 | 2.71 | 2.29 | 1.92 | 1.57 | 50.9 | 0.00
15
2.00 | 2.68 | 3.72 | 5.07 | 6.62 | 8.44 | 10.9 | 14.2 | 17.5 | 18.8 | 17.3 | 14.1 | 11.4 | 8.66 | 6.66 | 5.00 | 3.61 | 2.55 | 160 | 122
12
2.21|2.99 | 4.18 | 5.74 | 7.53 | 9.65 | 12.6 | 16.3 | 20.3 | 21.8 | 20.1 | 16.2 | 13.1 | 9.90 | 7.58 | 5.66 | 4.05 | 2.84 | 183 | 149
9
2.43 | 3.30 | 4.65 | 6.41 | 8.44 | 10.8 | 14.2 | 18.5 | 23.0 | 24.8 | 22.8 | 18.4 | 14.8 | 11.1 | 8.49 | 6.31 | 4.50 | 3.12 | 207 | 175
2.65 |3.61 | 5.11 | 7.08 | 9.35 | 12.0 | 15.8 | 20.7 | 25.8 | 27.8 | 25.5 | 20.5 | 16.5 | 12.3 | 9.41 | 6.97 | 4.94 | 3.41 | 230 | 201
o)
W |2.86|3.92|5.57|7.75|10.2 | 13.2 | 17.4 | 22.9 | 28.6 | 30.8 | 28.3 | 22.7 | 18.2 | 13.6 | 10.3 | 7.63 | 5.39 | 3.70 | 253 | 227
3
© | 2.63|3.90 | 5.70 | 8.14 | 13.1 | 27.3 | 47.1 | 65.4 | 78.6 | 83.0 | 76.4 | 62.2 | 43.4 | 24.2 | 12.1 | 7.30 | 5.31 | 3.62 | 570 | 544
&
= |2.77|4.15 | 6.11 | 8.76 | 14.4 | 30.9 | 53.8 | 75.0 | 90.0 | 94.9 | 87.4 | 71.1 | 49.3 | 27.1 | 13.2 | 7.78 | 5.65 | 3.84 | 647 | 623
2.90 | 4.40 | 6.51 | 9.38 | 15.7 | 34.4 | 60.5 | 84.5 | 101 | 107 | 98.4 | 80.1 | 55.3 | 30.1 | 14.2 | 8.25 | 6.00 | 4.06 | 724 | 701
-9
3.03 | 4.65 | 6.91 | 10.0 | 16.9 | 38.0 | 67.3 | 94.0 | 113 | 119 | 109 | 89.0 | 61.3 | 33.0 | 15.3 | 8.73 | 6.35 | 4.28 | 800 | 778
-12
3.17 | 4.90 | 7.31 | 10.6 | 18.2 | 41.5 | 74.0 | 104 | 124 | 131 | 120 | 98.0 | 67.3 | 36.0 | 16.4 | 9.21 | 6.70 | 4.50 | 877 | 856
-15
1.51 | 1.94 | 2.57 | 3.40 | 4.15 | 4.15 | 3.72 | 3.46 | 3.50 | 3.49 | 3.42 | 3.36 | 3.69 | 4.08 | 3.92 | 3.14 | 2.36 | 1.78 | 57.7 | 0.00
-18
1.31 | 1.61 | 2.04 | 2.59 | 2.63 | 0.78 | 0.00 | 0.00 | 0.00 | 0.00 | 0.00 | 0.00 | 0.03 | 1.00 | 2.52 | 2.43 | 1.85 | 1.47 | 20.2 | 0.00
-21
1.12 | 1.27 | 1.51 | 1.79 | 1.13 | 0.00 | 0.00 | 0.00 | 0.00 | 0-00 | 0.00 | 0.00 | 0.00 | 0.01 | 1.12 | 1.72 | 1.35 | 1.15 | 12.2 | 0.00
-24
0.93 | 0.94 | 0.98 | 0.98 | 0.23 | 0.00 | 0.00 | 0.00 | 0.00 | 0.00 | 0.00 | 0.00 | 0.00 | 0.00 | 0.16 | 1.01 | 0.85 | 0.84 | 6.93 | 0.00
-27
-27 -24 -21 -18 -15 -12 -6 HOR1ZONTAL (DEG) 18 24 7
ot |36.1|49.9 |69.7 [95.7 | 138 | 242 | 390 | 532 | 639 | 676 | 624 | 509 | 367 | 222 | 131 | 89.1 | 65.6 | 46.7 | 4401
®»a |0.00|0.00|7.03|52.5| 111 | 226 | 374 | 515 | 622 | 659 | 607 | 493 | 351 | 206 | 105 | 45.4 | 3.33 | 0.00 3201

Test System:-HOPOO HPG1900

Temperature:25._.3DEG

Operators:
Test Date:20204£05H12H

Test Set: 5.0deg/s B-Beta (TYPE B)

Humidity:65.0%
Test Distance:10.500 m

Remarks:
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ISOLUX DIAGRAM

Report number:

MANUFACTURER: LITIAN Address:
NAME: LT-SL-40W/15-20F TYPE: WEIGHT :
SPECIFICATION: DIMENSION: SERIAL No.:
MOUNTING HEIGHT: 10.0m
11m
10% 28.090x
__ 20% 56.190x
———\\\\\\\\\ 30% 84.290x
3-40m _ 40% 112.30x
50% 140.41x
60% 168.51x

70% 196.61x

1.70m -
80% 224_71x
____ 90% 252.8Ix
0.00m \\
1.70m

3.40m _/
5.11m
3.40m 0.00m 3.40m
Test System:-HOPOO HPG1900 Test Set: 5.0deg/s B-Beta (TYPE B)
Temperature:25_3DEG Humidity:65.0%
Operators: Test Distance:10.500 m
Test Date:2020405H12H Remarks:
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Uncorrected UGR Table

Report number:

MANUFACTURER: LITIAN Address:
NAME: LT-SL-40W/15-20F TYPE: WEIGHT:
SPECIFICATION: DIMENSION: SERIAL No.:
ceiling/cavity 0.7 0.7 0.5 0.5 0.3 0.7 0.7 0.5 0.5 0.3
walls| 0.5 0.3 0.5 0.3 0.3 0.5 0.3 0.5 0.3 0.3
working plane 0.2 0.2 0.2 0.2 0.2 0.2 0.2 0.2 0.2 0.2
Room dimensions Viewed crosswise Viewed endwise
X = 2Hy = 2H 5.6 6.2 5.8 6.4 6.5 4.1 4.8 4.3 4.9 5.1
3H 5.4 6.1 5.7 6.3 6.4 4.0 4.6 4.2 4.8 5.0
4H 5.4 6.0 5.6 6.2 6.4 3.9 4.5 4.1 4.7 4.9
6H 5.3 5.9 5.6 6.1 6.3 3.8 4.4 4.1 4.6 4.8
8H 5.3 5.8 5.6 6.1 6.3 3.7 4.3 4.0 4.5 4.8
12H 5.3 5.8 5.6 6.0 6.3 3.7 4.2 4.0 4.5 4.8
4H 2H 5.3 5.9 5.6 6.1 6.4 3.9 4.5 4.2 4.7 4.9
3H 5.2 5.7 5.5 6. 6.2 3.7 4.2 4.0 4.5 4.8
4H 5.1 5.6 5.4 5.9 6.2 3.6 4.1 - 4.4 4.7
6H 5.0 5.5 5.4 -8 6.1 3.5 4.0 3.9 4.3 4.6
8H 5.0 5.4 5.4 5.7 6.1 3.5 3.9 3.9 .2 4.6
12H 5.0 5.3 5.4 .7 6.1 3.4 3.8 3.8 -1 4.5
8H 4H 5.0 5.3 5.3 5.7 6.1 3.5 3.9 3.9 4.2 4.6
6H 4.9 5.2 5.3 5.6 6.0 3.4 3.7 3.8 4.1 4.5
8H 4.8 5.1 5.3 5.5 6.0 3.3 3.6 3.7 4.0 4.4
12H 4.8 5.0 5.2 5.5 5.9 3.2 3.5 3.7 3.9 4.4
12H 4H 4.9 5.3 5.3 5.6 6.0 3.4 3.8 3.8 4.1 4.5
6H 4.8 5.1 5.2 5.5 5.9 3.3 3.6 3.7 4.0 4.4
8H 4.8 5.0 5.2 5.4 5.9 3.2 3.5 3.7 3.9 4.4
Variations with the observer position at spacings:
S = 1.0H + 4.3 /7 -10.3 + 3.3 /7 -13.3
1.5H + 6.3/ - 8.4 + 5.8/ - 8.9
2_0OH + 7.8/ -14.1 + 3.5/ -11.0

CIE Pub.117 Corrected 4401 Im Total Lamp Luminous Flux.(8log(F/F0) = 5.1)

Test System:-HOPOO HPG1900
Temperature:25._.3DEG
Operators:

Test Date:20204£05H12H
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Test Set: 5.0deg/s B-Beta (TYPE B)
Humidity:65.0%
Test Distance:10.500 m
Remarks:




